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SPECIFICATION

DRAWING

MANET CONNECTING

SYSTEM

PK 29/10/01

NTS

MAN-CON-01

7
5

block-no.

82130100250

(conditionally load-carrying capacity)

is permissible where there
hanging glass from the ceiling

is other support for the glass sheet
28

block-no.

82130400150
or type of wallplug
screws (on site) depending on wall fixing
screws DIN 7996 6x ...

fixing with hexagon socket head cap
screws DIN 7984 M8x .... or
cross recessed round head wood

Ø36

2 dimension

max. 6mm
adjustable

ceiling connector 90° glass/ceiling Art. No. 21.145

MANET ceiling connector

(the same as floor connector)

for 10 and 12mm glass

60

3

135
°

82130100250
block-no.

60

block-no.
82130100340

82

corner connector 135°/45° glass/glass -  Art. No. 21.125

MANET corner connector

for other angles - also other glass dimensions)

angle upto 135° possible

for 10 and 12mm glass

(dimensions glass preparation for angles 135°/45°

45°

please see price list for possible angles

drawing section A-A
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2

52
,5

Ø20

block-no.

82130100250
block-no.

82130100240

3

75

Ø36

corner connector 90° glass/glass Art. No. 21.120

MANET corner connector

for other angles - also other glass dimensions)

angle upto 135° possible

for 10 and 12mm glass

(dimensions glass preparation for  angle 90°

please see price list for possible angles

7
5

Ø36

82130100250
block-no.

adjustable
max. 6mm

2 dimension

floor

block-no.

82130400150

28

fixing with hexagon socket head cap

cross recessed round head wood screws

screws (on site) depending on wall fixing

screws DIN 7984 M8x .... or

or type of wallplug

DIN 7996 6x ...

floor connector 90° glass/floor Art. No. 21.145
(the same as ceiling connector)

for 10 and 12mm glass

MANET floor connector

detail countersunk hole

(1
2
)

90°

Ø32+0,2

Ø(26)
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drawing section A-A
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ALL DIMENSIONS IN MM

FOR 10 & 12MM THICK GLASS
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